
intimus 175 CC3
5/32 x 1-13/16 inches

Our class winner. | Sophisticated, low-noise technology. | 
Large collecting bin in a dustproof cabinet. | Comfortable 
operation. | Auto reverse when overloaded. 

Absolute transparency of the work flow
Energy efficiency

Dynamic Load Sensor - controlled performance

Mounted on rollers for flexible use 
On/off control via light barrier
Material: shock resistant plastic, wood

Technical data 

Cutting size paper: 5/32 x 1-13/16 inches

Amount of waste paper: 10+ users

Security level DIN 32757-1 3

Shredding capacity 70 g/m²: up to 45 sheets

Cutting speed 70 g/m²: 20 ft./min.

Cutting speed 70 g/m²: 1111 sheets/min.

Shredding capacity 80 g/m²: up to 37 sheets

Cutting speed 80 g/m²: 20 ft./min.

Cutting speeed 80 g/m²: 949 sheets/min.

Working width: 16 inches

DIN paper size: A3

Catchbasket volume: 46.2 gallons

Supply voltage: 120 (20 amp service) Volt

Noise level: 52 db(A)

Weight gross: 262.6 lbs

Weight net: 198 lbs

Warranty on machine: 2 years

Warranty on the fracture of cutting cylinders: 20 years

Width: 26 inches

Depth: 22 inches

Height: 41.3 inches

Type of packaging: Karton auf Palette

Packaging dimensions: 30/34.7/47.2 inches

Packing unit: 1

http://f2412601.td-fn.net/index.php?intimus-PRO_icontrol_en_us
http://f2412601.td-fn.net/index.php?intimus-PRO_ecologic_en_us
http://f2412601.td-fn.net/index.php?intimus-PRO_dynamicload_en_us


Accessory

PE bags
Receptacle
Shredder oil for intimus pro cross cut shredders
Shredder oil for all cross cut shredders; Re-fill
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